
Automatic up-and-over
door systems
Made of steel and solid wood 
for single and double garages

Doors close to perfection



No more reasons 
to go without automatic comfort

The economical up-and-over door system with integrated operator

VivoPort® completely installed is
hardly more expensive than a
manually operated door!

■ If you put special value to
security:
with VivoPort® you really are on
the safe side – secure automatic
switch-off with obstacle recog-
nition, perfect locking, emer-
gency unlocking as standard
even for the standard design.

■ If you suspect installation
problems due to the building
construction, e.g. because of
low headroom:
with VivoPort® there is no need
for additional space for han-
ging-up a ceiling in a garage.
The operator is mounted direct-
ly on the door leaf – without 
the track usual with ceiling 
operators.

Our view is: no one needs to go
without the comfort of an 
automatic door.

And for this we have done 
a lot:
■ If you think a door with ope-
rator is simply too expensive:
with VivoPort® there are no
additional operator installation
costs – everything is pre-assem-
bled and fitted in one operation.
Compare for yourself: 

VivoPort® is the automatic up-and-over 

door system which makes living 

more pleasant: easy to operate, great 

appearance 

and with 

engineering!

Door design that suits the house:
with modern façades ...

... just as with classical 
natural stone2



■ If you think that it does not
work without an electrical
mains supply - 
e.g. on a garage courtyard: with
VivoPort® there is a solution for
this – the accumulator pack
makes you independent,
without any cabling!

Our tip

Take time to look for the 
door that is suitable for you.

This brochure, and of course your
Novoferm specialist dealer, 

will help you in this!

There is nothing more to wish
for: the entire VivoPort® system,
inclusive of integrated operator,
is so well thought out and com-
pact that it meets the demands
of the most progressive door
technology and practically all
installation situations.

And indeed you know:
Doors close to perfection.
Novoferm.
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Automatic up-and-over door

Architecture with ambience – underlined harmoniously by Novoferm up-and-over doors
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Really logical – 
the operator is always included

Innovative system techniques from the door specialist

The technique: compact, quiet,
easy to operate
■ combined motor/control unit

mounted on the door leaf, as
standard with integrated,
energy-saving garage lighting

■ transformer or accumulator
pack mounted on the door
track

■ closed worm gear drive, 
self-locking

■ running speed approx. 
15 cm/s, with soft-start 
and soft-stop

■ microprocessor-controlled

■ fully cabled ready to plug in

■ manipulation-secure radio
control 433 MHz with KeeLoq
rolling code:

- 1st pulse = operator starts
- 2nd pulse = operator stops
- 3rd pulse = reverse direction

■ remote control compatible to
others in the Novoferm range
(2-channel as standard)

An essential difference to con-
ventional, track guided opera-
tors: with VivoPort® the operator
is already an integral part of the
door – directly mounted on the
door leaf at the factory. From
one supplier, the door specialist
Novoferm.

■ independent of the state of 
headroom and ceiling

■ independent of support con-
struction under the ceiling

■ no special hanging-up for
high ceilings

■ no need for additional head-
room and ceiling space 

■ no increase of the insertion
depth

If the door is suitable, 

so is the operator!

No complicated measuring 

or additional space is 

necessary for the 

operator system. 
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For high ceilings or low headroom:
it is suitable for nearly every 
shape of garage 



Our tip

VivoPort® is available for almost all 
Novoferm K® Comfort doors up to 3000 mm in
width. If your garage is wider please ask your

specialist dealer about Novoferm M® Magnum
doors (see pages 10/11).

Motor/control unit directly 
on the door leaf

Space-saving track-mounting 
of the transformer. Low energy
costs due to power-save switch
(standby = 5 W).

Operator shaft and castors for
even, pleasantly quiet running

Accumulator pack independent 
of an electrical mains supply
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System techniques



Especially varied – 
creative possibilities

Novoferm K® Comfort doors: classical steel up-and-over doors for single garag

However you decide, the 
quality of the door is excellent:

■ door leaf made of galvanized
thin sheet

■ prime painted with electro-
static powder coating based
on polyester

■ standard colours:
You can also choose from the
attractive patterns of the raised
panel variants, depending on
what best suits your taste or
the style of your house.

Is steel your first choice?

You give your garage an 

individual touch 

with the versatile 

Novoferm range.

Standard white similar to RAL 9016

Sepia brown similar to RAL 8014
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arages

Would you like to set special
accents with colour?

For this there are decorative
Super-Color colours as special
accessories:

Our tip

To ease your choice 
you will find a complete overview 

of the steel door variants on 
pages 14/15.

For completely individual
tastes: RAL of choice!

Simply tell your Novoferm 
specialist dealer which door
colour you want and select the
corresponding RAL shade. 
Only a few metallic, luminous
and pearl-effect colours and
some dark colours are not 
available.

Decorative raised panel doors 
set expressive accents

Uniform, twice as good and giving a perfect 
overall impression of the house

Dove blue similar to RAL 5014 

Fir tree green similar to RAL 6009

Ochre brown similar to RAL 8001

Window grey similar to RAL 7040
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Wonderful – 
if it is to be completely natural

Of course, with wooden doors
the door frames are also made
of high grade, galvanized thin
sheet. The wood panelling is
arranged according to the
model of the door; surface
mounted on the door leaf and
frame, or as panelling in the
frame.

Solid timber for Novoferm wood
fillings:

■ sorted, perfect timber profile
slats made of selected nordic
pine – with rustic knots and 
pleasant grain

■ colourless powder-coat primed
– for lasting sure protection
against wood pests and blue
stain

Ideal for individual designs

Paint the naturally light coloured
timber according to your taste –
with a wood preservation lac-
quer in a colour of your choice
so as to protect it from the
influences of weather and UV
radiation. Use only commercial-
ly available pigmented lacquer
colours or suitable covering lac-
quers (must be done by the
customer within 4 weeks with a
maximum wood moisture con-
tent of 20%).

As a rule the choice of real timber 

is a deliberate decision for the beauty of 

this natural material. And it underlines your 

personal character 

and the overall 

impression of 

your house.

Herringbone pattern for a uniform front
of the building, matching the gable

An individual timber design gives the 
entrance area a warm atmosphere

Solid wood door filling for special tastes
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On pages 16/17 of this brochure
you will find an overview of the
door models and various possi-
bilities for the wood fillings –

Geometrically exact direction of line 
in harmony with the architecture

Our tip

When painting
also consider: to arrange the door
frame e.g. to match the colour of

the garage or window 
frames 

Classical door in timber 
with vertical profiles

with vertical, horizontal, diago-
nal and herringbone patterns.
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Matches perfectly – 
if you are planning something big

Novoferm M® Magnum doors for double garages

Differing from the Novoferm K®

up-and-over doors with side
locking, Magnum doors have
vertical locking.

Whether as a steel door or in
timber design – a Magnum
door impresses because it has
merits the same as the proven
single garage up-and-over
doors. 
With the exception of the
models Hamburg, Kleve, Kassel
(standard sizes steel),
Halle/Kempten (standard sizes
wood) and Nuremberg, Schwe-
rin/Stuttgart, Rostock/ Augsburg
(standard and special sizes
wood) all other models from
the Novoferm up-and-over door
range are also available  as
Magnum doors.

Especially strong
spring assemblies

Representative Magnum doors 

lend imposing emphasis. 

The double garage size  

up-and-over door  

is twice as good.
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They are combined with the
proven Novomatic operators

■ Novomatic 403
■ (only for Novoferm K®

■ Comfort doors)

■ Novomatic 553 and

■ Novomatic 803

For use with Magnum doors
these operators are especially
powerful, at the same time
energy-saving and quiet.

Vertical locking for manually 
operated doors

Remote control with ergonomic 
2-channel hand transmitter

Operator track for stable,
even door running

Operator head with integrated 
automatic garage lighting

Our tip

With the automatic operator your 
Magnum door is twice as comfortable:
get your Novoferm specialist dealer to
show you the Novoferm door operator

brochure right away!
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Doors for double garages



But reliable – 
take a close look

Technically perfected to the last detail

Technical details:

■ low distortion, through-going
welded hollow frame profiles

■ frame corners of the door
leaves and additional lateral
bracings are welded

■ harmonious, quiet door 
running by means of powerful
safety spring assemblies and
smooth operating plastic
castors (for Magnum doors 
ball bearings)

■ almost silent opening and
closing due to the slide rail
made of plastic

■ Special lock with profile half
cylinder

■ well shaped, ergonomic 
and secure door handle – 
as standard in black

Safety and security:

■ blocking protection

■ end switch-off by means of
force limiting

■ self-operating switch-off after
45 s running time

Corrosion resistance:

Novoferm up-and-over doors
are doubly protected in the
factory against rust:

■ Galvanizing: door leaf frames,
block frames, steel fillings, lever
arms plus all other profiles and
hardware parts

■ Primer painting: up-and-over
doors primer painted with elec-
trostatic powder-coating based
on polyester

Perfect quality and perfect 

reliability – optimally 

matched to one another.

Certified to the latest European

standards DIN EN 12453. 

Everything is there that 

distinguishes an automatic 

up-and-over door system.
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■ Automatic locking via the
operator system on the door
top edge as defer safety –
burglars hardly have a chance!

■ Emergency unlocking as 
standard

Especially constructed lever arm 
bearing for optimal closing

Microprocessor-controlled
automatic switch-off

Triple spring assembly for 
increased functional reliability

Smoothly operating, “whisper-quiet”
castors

Energy-saving lighting automatically brings light
into the garage darkness

■ Extremely sensitive automatic
switch-off – safe switch-off for
obstacle recognition: the door
monitors itself.

If an obstacle is bumped into
while closing – regardless of
whether an object or person –
the door stops immediately.
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Safety and security details



That’s how it should look,
the new door in steel

For your choice of door

Diverse glazing variants for
steel rib and raised panel 
fillings with clear acrylic glass
or with crystal structure. Steel
rib doors can be equipped with
horizontal or vertical glazing 
as desired.
Raised panel doors are avai-
lable only with vertical glazing.

■ With a steel up-and-over door
you can opt for straightness –
for steel horizontal ribs you can
choose with or without 
side and middle profiles.

■ Or vertical – entirely accor-
ding to taste, with or without an
accentuating horizontal 
profile. Or for the herringbone
pattern – with prominent side
and middle profiles.

■ Anybody preferring a raised
panel pattern can choose from
a rich variety of patterns with
rectangular and square panels –
from clear cut lines to curved
shapes with the Krefeld model.

■ Especially for underground
car parks: the perforated rib 
filling with the Kiel model 
(not VivoPort®).

There are many ways to design a 

garage using a Novoferm door – with fine 

patterns in steel. With their even, expressive 

appearance 

steel doors 

give your garage

door a personal

touch.

Rees – steel vertical rib 

Kiel – perforated rib filling

14



* Illustrations of patterns correspond in their proportions 
to a door size of approx. 2500 x 2125 mm. There will be 
deviations for doors of other sizes and for side doors.

Cologne – steel horizontal rib with middle and side profile Bremen Frankfurt

Essen – steel herringbone pattern Hagen – raised panel vertical Krefeld

Hamburg – steel horizontal rib Kleve – steel horizontal rib with side profile

Kassel – steel vertical rib with horizontal profile Bocholt – open for infill

Our tip

A side door for the garage – 
useful, practical and a pleasant 

appearance as well. Continue the garage
door design with an optimally matching

side door in a look-alike design!

white

brown

Colours

standard sizes special sizes

with pass-door with pass-door

Novoferm K® up-and-over doors Novoferm M® up-and-over doors Side doors

standard sizes special sizes standard sizes special sizes
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Steel selection



That’s how it should look,
the new door in timber

For your choice of door

■ Anybody having special
demands on the design can
decide for patterns with diagonal
elements: the fillings “diagonal”
and the herringbone pattern are
available. The direction of line
of the timber profiles is geome-
trically exact for both patterns
and lends the door an individu-
al character.

■Timber can also be arranged
in straight lines – with horizontal
and vertical fillings. With vertical
filling the door appearance can
be livened up by choosing a
crossbar in the middle.
In this way large door surfaces,
for example, acquire lightness
and elegance.

Of course, there are also many ways 

available for designing with solid wood in the 

Novoferm up-and-over door range. The material alone 

radiates a warm 

atmosphere: a pleasant

ambience with an 

entirely natural 

character.
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* Illustrations of patterns correspond in
their proportions to a door size of
approx. 2500 x 2125 mm. There will be
deviations for doors of other sizes and
for side doors.

Stuttgart/Schwerin – nordic pine horizontal Augsburg/Rostock – nordic pine diagonal Munich/Leipzig – nordic pine vertical

Kempten/Halle – nordic pine herringbone patternNuremberg – nordic pine vertical with crossbar

Our tip

Do you want to get your door into top 
shape yourself? The Bocholt model (without 

integrated operator!) – the Novoferm up-and-over 
door prepared open for infill, also available with pass-

door. Attention: observe the maximum 
filling weight!

standard sizes special sizes

with pass-door

brown

with pass-door

Novoferm K® up-and-over doors Novoferm M® up-and-over doors Side doors Colours

standard sizes special sizes standard sizes special sizes
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Timber selection

Bocholt model 
open 

for infill



A few details – 
and everything will be more practical

Optimal from the planning to the installation stage

■ Exclusive door and door
handles – in a 
large range of 
colours and in 
metal surfaces

Many details suitable for up-and-over doors 

are already supplied as standard hardware: 

practical and easy to operate. If you like, 

you can include a 

few useful “extras” in 

your planning stage.

■ Accumulator pack – ideal e.g.,
for garage courtyards without an
electrical mains supply:

- with connections for 230 volt
and 12 volt or solar charging

- for 3 load changes per day 
(3x door open + close) 1 full
accumulator charge lasts 
20 days

- when it needs to be charged
the accumulator emits an 
acoustic signal in good time, 
2 days beforehand 

■ Radio control key pad – battery-
supplied, without electrical mains
supply or cabling to the control

■ Radio key-operated push 
button – to be recommended if
cylinders closing at the same
time are used, e.g. in connection
with the front door

■ Practical
micro hand
transmitter –
e.g. ideal for
the small 
hand bag

■ Radio push button – mounted
on the garage wall
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Trust a neutral reference

Don’t only trust the appearance – but also the
name of the door specialist Novoferm. 
And independent testing:

■ Complete system tested in 
accordance with DIN 12453

■ GS-Mark for 
tested safety

Our tip

By the way: the models Rees, Leipzig, 
Bocholt and Kiel are available also with integrated 

pass-door – ideal if there is no space for a side door:
with connectable pass-door contact 

(additional function).

DIN EN 12453

■ All Comfort doors are pre-
assembled ready to install - 
for easy, precise and reliable
installation.

■ Fast and clean: no drilling
and plugs in the headroom 
and ceiling for mounting the
operator

All in one operation – door 
and operator. Installed in the
shortest time by the experts. 
No additional dirt, no additional
time required for the operator.
And no extra costs!

Installed very quickly – 
simple and more economical than any 
conventional automatic door

■ Most simple initial operation
of the operator – within a few
minutes

- plug it in after installing the
door

- programme the remote control

- open once and close (learning
run)

- … and ready!
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Overview of up-and-over door size ranges: standard and special sizes

Technical Information

Height in mm

BR 3000    3250      3500      3750        4000       4250       4500        4750        5000       

2750 
2625

2500
2375

2250

2750

2625

2500

2375

2250

2125

2075

2000

1920

1875

Width in mm

M garage doors in sturdy block frame construction

K garage doors in standard frame construction

K and M garage doors in standard sizes, see also the table of dimensions “Standard sizes“

Standard sizes
Mounting behind the opening1) in the opening max. 

filling weight

Order sizes Width and Clear Clear Clear Model Model
Co-ord. sizes height of frame finished finished finished Bocholt Bocholt
width x height width x height width height width x height >10 kg/m2

2240 (2205–2330)

2240 (2205–2330)

2240 (2205–2330)

2240 (2205–2330)

2365 (2330–2455)

2365 (2330–2455)

2365 (2330–2455)

2365 (2330–2455)

2365 (2330–2455)

2365 (2330–2455)

2490 (2455–2580)

2490 (2455–2580)

2490 (2455–2580)

2490 (2455–2580)

2490 (2455–2580)

2490 (2455–2580)

2490 (2455–2580)

2490 (2455–2580)

2615 (2580–2705)

2740 (2705–2830)

2740 (2705–2830)

2990 (2955–3080)

2990 (2955–3080)

4000 (3955–4070)

4000 (3955–4070)

4500 (4455–4570)

4500 (4455–4570)

4500 (4455–4570)

5000 (4955–5070)

5000 (4955–5070)

885

885

885

1010

1010

2341 x 1985

2341 x 2065

2341 x 2140

2341 x 2190

2466 x 1985

2466 x 2065

2466 x 2140

2466 x 2190

2466 x 2315

2466 x 2440

2591 x 1985

2591 x 2065

2591 x 2140

2591 x 2190

2591 x 2315

2591 x 2440

2591 x 2565

2591 x 2815

2716 x 2190

2841 x 2065

2841 x 2190

3091 x 2065

3091 x 2190

4100 x 2070

4100 x 2195

4600 x 2070

4600 x 2195

4600 x 2320

5100 x 2070

5100 x 2195

932 x 1933

932 x 2058

932 x 2183

1057 x 2058

1057 x 2183

2250 x 1920

2250 x 2000

2250 x 2075

2250 x 2125

2375 x 1920

2375 x 2000

2375 x 2075

2375 x 2125

2375 x 2250

2375 x 2375

2500 x 1920

2500 x 2000

2500 x 2075

2500 x 2125

2500 x 2250

2500 x 2375

2500 x 2500

2500 x 2750

2625 x 2125

2750 x 2000

2750 x 2125

3000 x 2000

3000 x 2125

4000 x 2000

4000 x 2125

4500 x 2000

4500 x 2125

4500 x 2250

5000 x 2000

5000 x 2125

875 x 1875

875 x 2000

875 x 2125

1000 x 2000

1000 x 2125

1915 (1890–1950)

1995 (1970–2030)

2070 (2045–2105)

2120 (2095–2155)

1915 (1890–1950)

1995 (1970–2030)

2070 (2045–2105)

2120 (2095–2155)

2245 (2220–2280)

2370 (2345–2405)

1915 (1890–1950

1995 (1970–2030)

2070 (2045–2105)

2120 (2095–2155)

2245 (2220–2280)

2370 (2345–2405)

2495 (2470–2530)

2745 (2720–2780)

2120 (2095–2155)

1995 (1970–2030)

2120 (2095–2155)

1995 (1970–2030)

2120 (2095–2155)

2000 (1965–2025)

2125 (2090–2150)

2000 (1965–2025)

2125 (2090–2150)

2250 (2215–2275)

2000 (1965–2025)

2125 (2090–2150)

1880

2005

2130

2005

2130

2360 x 1965

2360 x 2045

2360 x 2120

2360 x 2170

2485 x 1965

2485 x 2045

2485 x 2120

2485 x 2170

2485 x 2295

2485 x 2420

2610 x 1965

2610 x 2045

2610 x 2120

2610 x 2170

2610 x 2295

2610 x 2420

2610 x 2545

2610 x 2795

2735 x 2170

2860 x 2045

2860 x 2170

3110 x 2045

3110 x 2170

4120 x 2050

4120 x 2175

4620 x 2050

4620 x 2175

4620 x 2300

5120 x 2050

5120 x 2175

7 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

7 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

7 kg/m2

7 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

7 kg/m2

7 kg/m2

7 kg/m2

7 kg/m2

7 kg/m2

7 kg/m2

7 kg/m2

7 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

10 kg/m2

18 kg/m2

18 kg/m2

16 kg/m2

16 kg/m2

12 kg/m2

14 kg/m2

14 kg/m2

Novoferm side doors
Clear opening dimension: co-ord. size

– 45 mm wide, – 35 mm high with bot-

tom structural rebate, – 20 mm high

without bottom structural rebate

Novoferm M ®

M garage doors with horizontal track and

block frame construction up to 5000

mm wide

Clear opening dimensions: Co-ord. size

– 220 mm wide,

– 170 mm high

Novoferm K®

K garage doors with horizontal track DL

up to 3000 mm wide

Clear opening dimensions for K garage

door: co-ord. size

– 140 mm wide,

– 140 mm high

1) If the garage door is mounted be-
hind the opening, the door dimen-
sions do not have to match the clear
finished dimensions exactly! The
numbers in parentheses specify the
possible tolerance range.

All dimensions in mm.

Subject to technical change and
colour deviations.

Technical Information
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Without structural rebate

Mounting behind the opening

Front view with anchor arrangement

Mounting in the opening

Novoferm K®
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Front view with mounting Block frame

Without structural rebate

Mounting behind the opening

BR: Co-ord. size

RAM: Width and height of

frame

OFF: Above finished floor

OFR: Above crude floor

Mounting behind the opening Mounting in the opening�

�

Mounting behind the opening Mounting in the opening�

�
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50 50

Novoferm M®
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Front view with anchor arrangement Installation with outside rebate

Horizontal section (inside rebate)

Installation with inside rebate

Types of rebate

Novoferm side doors
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Structural reveal dimension

Co-ordinating size

Clear passage dimension

Outside rebate Outside rebate
Continuous floor
Sill must be removed by the customer

Inside rebate
Canting by the customer
Sill must be removed by the customer

Inside

Outside

The opening direction and the type of rebate must be stated in orders for Novoferm side doors open for infill, wood planking, in raised panel
design and for all the special designs. The rebate is always outside in the case of wood planking on the frame.
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Quality is our strength

Novoferm  is one of the largest European system

suppliers of doors, garage doors, frames and opera-

tors for uses in the private, trade and industrial 

sectors. We manufacture in western Europe and

Asia and distribute our products in many countries

of the world. 

Our products take into account the

customary requirements of the

various countries and meet national

standards and test regulations. Of course, we are

certified to ISO 9001 and manufacture using the

latest techniques whilst being considerate to the

environment.

Novoferm GmbH
Isselburger Straße 31, D-46459 Rees-Haldern

Tel: +49 (0) 2850/910-0, Fax: +49 (0) 2850/910-650

http://www.novoferm.de

E-mail: sales@novoferm.de

Our company policy is based on a simple

principle: quality not quantity. It is our endeavour

to offer our customers products that fulfil a

maximum of quality, safety, comfort and

aesthetics – at a minimum cost.

Novoferm  sales partner:

Subject to technical changes

EN ISO 9001
Zertifikat: 71100 5033

32
50

5
30

2/
05

06
/2

.0


